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WinCan VX; Quick Guide

1 Introduction

WinCanVX is a special software application to gather data from pipeline inspections done with
camera robots. The application is finally providing you easy readable reports implying pictures and
video clips taken/recorded directly via the LiveVideo signal.

Furthermore inclination data, section/manhole sketches and other kinds of information can be
assigned to the corresponding pipe sections.

The present guide is giving you a quick overview of the basic work flow operators must know
to get a report that contains the most important inspection data.

Unlike in previous versions WinCan VX is providing a main interface split into different working
panels that can all be moved freely or individually hidden and thus rearranged on one or several
screens. A built-in positioning wizard always selects that spot on the screen where you actually
move the preferred panel keeping the left mouse key pressed:
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Once you have rearranged the panels according to your personal needs for the acquisition of main
and lateral sections (satellites) or manholes this individual view (profile) can easily be saved for
further WinCanVX sessions via the tab Views. The main interface (group of panels) as well as each
single panel of course can be maximized to full screen size.
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2 Launching WinCan VX:

Double-click on the desktop icon in order to launch WinCan VX. First get your personal license
code activated (4) using the tab command Home > Manage License > License settings (1,2,3):

' ¥ WinCan VX (-PROD-) v1.2020.9.0 [Operator] - [DEMO_US_PACP]
m:ts Printing Data Exchange Tools Views WinCan Analyst Extended Modules Work Order Management Macros OEM Tools
[ Leogin
Information about WinCan VX (-PROD-) License Information
-c} Settings
System Management License ID #DEMO-03832
l User Management - - N
Manages your WinCan VX system, update catalogs and default templates License type NetTime10 key (Local)
[E Template Editor License mode Valid
| = o | Expiration date 30/07/2021
[§% Catalogue Editor
i o *Demo
1§ Rehab Catalogue Editor License Management il 5
Review your current license, update with new license file, transfer Cther Features I
[ Miraculix Editor licenses
3 5 | Manage License l! License settings
S‘a‘; Szl Install license from file
= Updat Manage license - o X Collect fingerprint information  »
o Select licensing system
Activation Code:
o About |'I 1F2EC56-0610-434A-9724-66EAAGFDEACS o
B et

Alias:

PC Serial Number [

User Name [ds

|
|
Vehicle Registration ‘ |
|

Free text ‘

ds

All the software modules and functionalities included in the licence package you purchased are
activated from now (5).

The main interface is showing you a ribbon bar at the top, subdivided into different tabs (2), a list of
the recently created projects (3) and an empty area (4) to display the section/inspection data after a
project has been loaded:

s WinCan VX (-PROD-) v1.1.12.2 [Operator]
Projects | Printing  Datafxchange  Tools  Views  WinCanAnalyst  EtendedModules  Work OrderManagement  Macros am o
o)

™00 S

New Open Close Refresh Manage Project
Project Project Project Project Projects | Participants
Viarage | x| Create New Project (1.0.2017.6) X
CCTV inspection « WinCan VX (-PRO[ Fil®
Unassigned +e WinCan VX Project Creation Wizard o
= DEMO_US_PACP / Wil /+
+
= Test_NAS, Metropolis_XYZ_DE This wizard guides you through the project creation.
s Test NAS 201709 20 "
= Test VSA Riezler2017 _ _ Froject Name: [Test_Us_Pacrl |
2 DEMO_DE , Project Setlings
)_DE_DWA Murten_3D Database Type: [FES Microsoft SQL Server Compact v]
= Brianzacque, Barlassina, 0DS 73 Target
Country: [ES united States (USA) -]
5
LIy Language: Enghsh (ENG) hd ‘
Project Standard: [nassco_pacr-6 ]
Auto Naming:  PLR Suffic
4
o [+] New Project Standard
«  » 8

w WinCan Analyst \

w WinCan Map VX L\ Y '\‘ 1 “ 4 \
\% WinCan 3D \ \\'4 ]

Simply click on the command button New Project to create a new project: a wizard (4) then is going
to guide you stepwise through the procedure.
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Before you are able to start with the survey, the wizard asks you to enter the job data first. The yellow

fields require a data input whereas the grey fields can remain empty:

I+ WinCan VX (-PROD-) v1.1.12.2 [Operator] - [Test_US_PACP] - u} X
Projects | Printing DataExchange ~ Tools  Views  WinCan Analyst Extended Modules Work Order Management Macros a
= S 4
-y =]
S®wO O S
Mew Open Close Refresh Manage
Project Project Project Project Projects | Par| Ml A9d/Modify job (1.112.2) x
Manage M| File
» - -
+ O+ WinCan VX Job wizard
Test US_PACP | Sections Lateral
- + Guides you through seting up a job
Project overview
Project Highway Drainage
TeSLU Sf PAC P Work Order 123-ABC|
Job data
1011172017
Project path C:WinCan ProjectsT Storl Dole -
Web-Link End Date
Type TV inspection
Auto Naming PLR Suffix Measurement direction (inlets/outlets) Top->Down
Measurement direction (mh observations) Top-=Down
Project
Project Test_US_PACP
Path C:AWinCan_Projects\Test _|
Remarks
WinCanW
Documents
N Project Pi
- « » o
3D
LS |
V" Jobs | Participants |

This information is crucial as all inspections are assigned to a job and not to

a project directly. A

project on the other hand always contains just one single job (1 Project = 1 Job).
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3 Entering project data:

Switch to the tab Sections to start with the survey. All data (i.e. section, inspection and observation
records as well as media data) are saved continuously within the folder structure, which is
administered in the background by WinCanVX:

WinCan VX v1.0.2014.161 [Admin] - [DEMO_US_PACP |\ NASSCO_PACP-6_ENG_USA_SEC/PACP6]

<]

= B} peMo_us_pace B8
(€] — ‘ T"vl‘mL(r\gm v. Re] : v r \]‘
P . DB " ‘ |
= L Misc - v
| . Module - R
e N o e e e
: ~ # ). Trash
. Video
3 - ] m[x

The folder structure consists on a main folder and a group of sub-folders; the most important ones
are listed below:

= B} pemo_us_Pace

Sub-folder, that contains the databases with the project
. DB as well as the assigned address data (i.e. *_Meta.sdf).

M- Sub-folder, that contains the PDF files
| B ISC (\Misc\Docu).

Module
i Sub-folder with all section/manhole photos linked to
Picture the current project.

TraSh Sub-folder, that contains project data and media files
that have been deleted from the current project.

+]

+]

+]

+]

Video Sub-folder with all section/manhole clips linked to
the current project.

+]

-6-
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4 WinCan VX; Main Interface for Section Survey

h WinCan VX (-PROD-) v1.1.12.2 [Operator] - [DEMO_US_PACP] — O %
Projects Printing Data Exchange Tools Views WinCan Analyst Extended Modules Work Order Management Macros A @
] O
S = o = - - : : — :
N:’ — 9 fetesh Manmoe ,;!@ <--++ Tab bar (ribbon bar) containing all user commands Windows control icons: minimize,
Project Project Proect Projcciug®  Poricipants maximize, close, hide/unhide tab bar.
Manage Meta Data

Object tabs showing the categories of the objects
DEMO_US PACP  Sections | Laterals Nodes  <@===#= (Sections, laterals, manholes) that can be surveyed.

Pipe Graph 1 X (|Sections 3 x (|Photo/Video 1 x
€ mmﬁwm-—!mm—ﬁm X
1.8T17 . 1 NY7_PA3 51.60 New York Park Avenue = 4 concrete
2 NYB_PA4 68.10 New York Park Avenue 4 = 5 concrete
3 NYS_PAS 40.00 New York Park Avenue 5 =
AMH
4 NY1_BW1 120.00 New York Broadway 10 = |§ New |
\ 5 NY2_BW2 130.22 New York Broadway 1 = B Wizard
o Tea £ NYZ_BW3 250.00 Mew York Broadway 12 = ?‘ Edit
T psr B NY10_ST17_1 1120.00 New York - 17th Street i1 g - Right click in the section panel
g NY11_ST17_.2 65.00 New York 17th Street 2_8T17 = t:f Cut d | k h
g NY4_BW20-21 270.00 New York Broadway 20 > I Ii Copy and clic ere to Create a new
10 NYR BW21-22 285 00 New York Broadway e - tion
: : : a 2 o.e | SECtiON,
|| Click on the lateral or the manhole symbol in the pipe © Delete
graph to jump to that specific object (lateral, node). G Multiple Action
- 1a 20 [0 i < [ > | 5] [§] @] ] @] 7] @] [ [¥X] @] <> B E S =
Observations x
n“__m__mm_mm_
1 0.00 120.00 AMH Upstream Manhole, Survey Begins "ol @ 3 @ 00:00:02 @ @
2 11.40 108.60 TBA Tap Break-In Active, at 12 o'clock, 5", within & inches of joint: YES "ol "ol @ |74 00:00:00 @ @
3 12.00 108.00 Dsz Deposits Settled Other, 5 %of cross sectional area, from 05 to 07 o'clock, . within & inches of. 7o) @ @ @ 00:01:26 @ @
4 Deposits Settled Other, 5 %of cross sectional area, from 05 to 07 oclocl-c ST = -03:
5 ap ) Break-In Active. at 12 o'clock. 5", within 8 inches Df]nlnt “YES |§ New . .
I3 3450 Tap Break-In Active, at 11 o'clock. 5", within 8 inches of joint: YES B Wizard 00:07-46 @ @
TEA 7 8.10 Deposits Settled Compacted. 5 %aof cross sectional area. from 03 to 06 o'c| Z  Edit » . . . 00:10:20 @ @
q 8 0.00 Downstream Manhale, Survey Ends ‘_n_ nght CIICk 18] the Observatlon 00:10:30 ® @
......... [ Deletel .
, B M panel and click here to create a
uitip . . > [
new observation. AN A
w 0SD Functions 2 x
” - [T, Project bar i Main distance L&, Lateral distance [+ Inclination (L. %) [+ Inclination forward (@ Screen On/Off
[7] Cbservation | 0.00# | | 0.00# ‘ | 0.00% | [+ Inclination backward
% AMH [Ta Section data | ] Distance auto/manual WA Main dist <-> Lat. dis .5 Set distance 05D abjects . .
Information about free disk space | |
w 2 5T17 05D State: . Panel 2 — on the hard drlve the CUI’I’ent
Check meta < for update.. NASSCO_PACP-6_ENG_USA_SEC/PACP-6 mdeaw- project is located on




WinCan VX; Quick Guide

5 WinCan VX; Main Interface for Lateral Survey

u I= WinCan VX (-PROD-) v1.1.12.2 [Operator] - [DEMO_US_PACP] - O >
Projects Printing Data Exchange Tools Views 'WinCan Analyst Extended Modules Work Order Management Macros @
& = e
T4 =
ES®QO O 8 i
New Open  Close Refresh  Manage Project
Project Project Project Project  Projects enis
Manage ta
i Work Order: "-Job 1-', Vanant: "Variant 1'
DEMO_US_PACP  Sections | Laterals| Nodes
Pipe Graph 1 X ||Sections &+ X | Photo/Video X
(€] Pipe Segment R 7| Total Length | City 7| Street w Upstream v ™™ W Downstream 7| Material | Profile w7 @.V
SATY . IR R MY _ST17.1 i 17th Street C : Polyvinyl Chlande E E
2 NY_BW12_13 20.00 MNew York Broadway Lav1 = SAT1 Polyvinyl Chloride
AMH 3 NY_BWI12_13 20.00 New York Broadway Lav2 E) SAT2 Polyvinyl Chlaride
-~ 4 NY_BWI12_13 20.00 New York Broadway Lav3 =) SAT3 Polyvinyl Chlaride
5 NY_BW12_13 20.00 New York Broadway Lav4 > SAT4 Polyvinyl Chloride
5  NY_BW12_13 20.00 New York Broadway Lavh = SATS Polyvinyl Chloride
7  NY_BW12_13 20.00 New York Broadway Lavb = SATE Polyvinyl Chloride
2  NY_BW12_13 25.00 New York Broadway Lav7 = SAT7 Polyvinyl Chlaride
g NY_BW12_13 26.00 Mew York Broadway Lavd = SATE Polyvinyl Chlaride
10 NY_BW12_13 27.00 MNew York Broadway Lav = SATS Polyvinyl Chloride
Hit this arrow button to jump back to the section the
T T — —ll o=
current lateral is linked to: u-g  BiERIGIEEOEOIEEE
TUSETVATIon X
b Distance + Distance- = LACP Code W Obsemvaton TS C0~ Photo1 ¥ Photo2 % Clpw | Latersl % Counter W Scan w Laser ¥ Remaks | ¥
1 0.00 30.00 AMH Downstream Manhole, Survey Begins @ @ 3 @ 00:00:00 @ @ START: lateral inspection
2 17.00 13.00 D Deformed. 10 % '] @ @ @ 00:01:10 @ @
—TS 3 20.00 10.00 s Tap Saddle, at 02 o'clock. 5", within 8 inches of joint: NO = @ @ @ 00:01:23 @ @
4 24.00 6.00 VZ Wermin Other. quantity: -, within 8 inches of joint: NO. 2 7o) @ ] @ 00:03:22 @ @ species cannot be determined
5 26.00 4.00 MSC Shape or Size Change, 8", 5" "] @ ® @ 00:04:23 @ @
vz 5 30.00 0.00 0OBZ Obstacles Other, 100 %of cross sectional area, from 12 to 12 o'clock [Fo) ] @ @ 00:04:41 @ @
7 % 30.00 0. : Survey Abandoned r » L . » +  duetoobstacle
s, MSC
!
e é 7w
w . L opz 2000 0SD Functions 1 x
” MSA [T, Project bar & Main distance J& Lateral distance B Inclination (L, %) a Inclination forward @Screen On/Cff
Mot inspected leng| | 7] Observation | 0.00t | | 0.00ft ‘ | 0.00% | [+ Inciination backward
.3D B T4 Section data Emm 3 Main dist Lat. dist 0.5 Set distance OSD objects
w e 05D State: @ Panel 2
Check meta database for update... NASSCO_LACP-6_ENG_USA_LAT/LACP-6 2264 GB local\WCSYS.sdf #DEMO-943326514/L 0%
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6 WinCan VX; Main Interface for Manhole Survey

WinCan VX (-PROD-) v1.1.12.2 [Operator] - [DEMO_US_PACP] - O >
Projects Printing Data Exchange Tools Views 'WinCan Analyst Extended Modules Work Order Management Macros @
= ] J
BO O S BT

Open  Close Refresh  Manage Project
Project Project Project Project Projects | Participants

Manage ‘ Meta Da

Work Order: "-Job 1-', Vanant: "Variant 1'
DEMO_US_PACP  Sections Laterals | Nodes |

Node Graph 2 x [[Nodes 7 x
2 WC New York 17th Street
3 3 B8.70 MNew York Park Avenue
4 Lavi New York Broadway
5 SAT2 New York
[} :10.00 : New York - Park Avenue
7 5 10.50 New York Park Avenue
a SAT3 New York
g LavZ New York Broadway
10 Lav3 Mew York Broadway
1 SAT4 MNew York
12 6 9.00 New York Park Avenue
13 10 New York Broadway
14 SATS New York . )
E ] [0 1 ] o] () ] ] ] %) )] <1 ] ]
Tnlets/Outlets - - £
- | PipeID v Type ¥ | Depth [f] ¥ Clock Position v Material v| Shape v| Dia/Height [inch] v| Width [inch] v| Pipe Condition ¥ Comments v ‘
Inlet 10.0 12 o'clock concrete
: 12 o'clock concrete
E] Inlet 50 2o'clock pvc
Qutlet 10.0 6 o'clcok concrete

Ill Inlets/Outlets | Parts

Observations 1x

1 » -1.7 no damage i i i
2 SEO5 0.0 steps are missing @ @ @ @
M, (=) (]
ik
R R
8 9 12 3 6 d
V’ | Node Graph | 3D Manhole View ||| Observations | OSD Functions
Check meta database for update... NASSCO_MACP-6_ENG_USA_NOD/MACP-6-Levell 2264 GB locall/CSYS.sdf #DEMO-343326514/L 0%
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7 Entering Section and Inspection Data

Highlight a section, lateral or a manhole and double click on it. This is going to open the input mask below, where you can enter all the data needed for the current
object. Fields highlighted in YELLOW are mandatory and require data entry:

|= WinCan VX (-PROD-) v1.1.12.2 [Operator] - [DEMO_US_PACP] - O 4
Projects | Printing DataExchange  Tools  Views  WinCan Analyst Extended Modules Work Order Management Macros &
< - - = © A field template in the background controls, which fields
New Open Close Refresh Manage | Project !
Project_Prject Proet_Prject_Projects | Pericponts and field properties have to be available, in order the user
anage a Uata
. i is able to enter data as defined by the country specific
S socio: I survey standard (e.g. PACP, WRC, WSA etc.).
Sections 3 ¥ |Inspections 3 X
Nr. 8 i " || Length Surveyed 120.0
Pipe Segment Reference CNY10_ST17_1 Surveyed By J. Kirby
City ‘New York Certificate Number 6
Street 17th Street Camera
PO Number ; Project Auto created job from v8 project
Location Details H Cuslomey,
—— Work Order 1
Location Code ?Maln highway — urban Date 19/01/2010
Owner ] ==
Drainage Area Direction Downstream
Upstream MH _sT7 Flow Control
Up Rim to Invert Media Label
Up Grade to Invert Purpose
Up Rim to Grade Pre-Cleaning Heavy Cleaning
Downstream MH (2 _8TIT Date Cleaned
Down Rim to Invert Weather
Down Grade to Invert ] Sheetblumbes
Down Rim to Grade : BiessueNale
Sewer Use B I.nsp.e.ctlon completed
; Additional Info
Material ‘concrete
Lining Method
Shape Giroular Inspection fields
......... Height 18
| Width :
Pipe Joint Length E A
V" Total Length 120.0 Work Order ¥ Purpose v Inspection Date | Inspection Time | Inspection completed | Inspection aborted v
N Year Laid -19/01/2010
Year Renewed
v z:::g()ategory Section fields . Number of inspections for the current section
N «<ippr BB @%@ ls 8
Check meta database for update NASSCO_PACP-6_ENG_USA SEC/PACP-6 2264 GB locallWCSYS sdf #DEMO-9433265141 0%

-10 -
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8 Entering Observations via Damage Catalogues

The structure of damage catalogues strongly depends upon the standards that are defined by independent authorities. The example below shows and excerpt of the
catalogue PACP-6, mainly used in the United States (imperial version) and Canada (metric version):

MASSCO PACP-6 Standard Catalogue for Pipe Inspection (imperial version)

1 _ TBA Tap Break-In Active at 12 o'clock, Binch dim, within 8 inch

TBA | Tap, Tap Break-In Active Structural Defects TBB Tap Break-In Abandoned
IS |Intruding Sealing Material | TFB | Tap Factory Made Abandoned
Operational and Maintenance | L |Line TSB | Tap Saddle Abandoned
Access Points TF | Tap Factory Made
TFC | Tap Factory Made Capped
TFD | Tap Factory Made Defective
TFl | Tap Factory Made Intruding

Type the OP-Code or a part of TFA | Tap Factory Made Active
TB |Tap Break-In

the observation text into the TBC | Tap Break-n Capped

SEARCH field (1) and double Tap Break-In Defective
click on the catalogue entry Tap Break-n Intruding
which has been filtered out.

TBA

Diameter or height
(0 - 99) {inch)
6

Miscellaneous Features Within 8 inches

Tap Saddle
Tap Saddle Capped

Tap Saddle Defective

Tap Saddle Intruding

Tap Saddle Active

Tap Rehabilitated

Tap Rehabilitated Defective
Tap Rehabilitated Intruding

Joint Angle

Bend Clock

The catalogue opens and shows additional parameters
on the right hand side. When highlighted in YELLOW
you must enter a value in to this field, otherwise you
are unable to confirm the observation with the green
OK-button.

& <]>] & =] @ @]

-11-
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Damage catalogues in WinCan VX allow the operator to have the most used OP-Codes listed at the top of the code index (1), so there's no need to manually browse
for them anymore: simply select the corresponding OP-Code and hit the key F3. To remove the code from the list, select it and type the shortcut Ctrl + F3.

MASSCO PACP-6 Standard Catalogue for Pipe Inspection (imperial version)

AMH Manhole

Structural Defects

Tap Remarks
IS |Intruding Sealing Material

Operational and Maintenance | L

End of Pipe
Cleanout Mainline

Cleanout Propertyline
Catch Basin
Wastewater Access Device
Tee Connection
Special Chamber

Tap, Tap Saddle
l03:TFA | Tap. Tap Factory Made Active
IO4:MWL Miscellanous Features, Water Level

IOS:MSA Miscellanous Features, Survey .Abandt)necl
ints, Catcl SN

ACOH | Access Points, Cleanout House
ACOM | Access Points, Cleanout Mainline
ACOP | Access Points, Cleanout Propertyline
ADP Access Points, Discharge Point

AEP Access Points, End of Pipe Discharge Paint
AJB Access Points, Junction Box Cleanout House
AM Access Points, Meter Wet Well

AMH Access Points, Manhole

AQC Access Points, Special Chamber

ATC Access Points, Tee Connection

AWA Access Points, Wastewater Access Device
AWwW Access Points, Wet Well

B Broken, Broken

BSV Broken, Broken Soil Visible v

Line

Miscellaneous Features

Meter
Junction Box

] <]>] =] =] (& @]

-12-
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The operator also can create his own list of default remarks used to specify the current observation. Such a list will then be valid for each OP-Code that provides a text
box for remark entry. Right click on the text Remarks (1), hit the command Edit list (2), enter the remark text into the list box panel (3) and confirm with the OK-button
(4). From now the remarks you set are available when pushing the arrow button (5) right to the remark entry field:

MASSCO PACP-6 Standard Catalogue for Pipe Inspection (imperial version) O X

AMH Manhole o
Structural Defects Tap End of Pipe —
IS |Intruding Sealing Material Cleanout Mainline
Operational and Maintenance | L Cleanout Propertyline
Miscellaneous Features Catch Basin

Wastewater Access Device
Tee Connection

I

Line

Inspection starts
Inspection starts from Upstrea
Inspection starts from Downst
End Manhole

Snorial Th

Edit text list

Text

Inspection starts
Inspection starts from Upstream Manhale

Inspection starts from Downstream Manhole
End Manhole

BN | e | | RS

= - B %

&) <] =] & & @

-13-
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9 Navigation Functionalities

WinCan VX (-PROD-) v1.1.12.2 [Operator] - [DEMO_US_PACP]

Projects Printing Data Exchange Tools Views ‘WinCan Analyst Extended Modules Work Order Management Macros
= e
=
m QO O S i
Mew  Open Close Refresh Manage Project
Project Project Project Project Projects | Participants
Manage | MetaData |
i Work Order: "-Job 1-', Vanant: "Variant 1'
DEMO_US_PACP | Sections | Laterals Nodes
Pipe Graph 1 X || Sections 1
‘PipeSegmentR 7 Totallen v City ¥ Steet ¥ "Downstream % Materal ¥ Shape ¥
o | | | | IWI-I | | &
1.8T17 . 1 NY7_PA3 51.60 New York Park Avenue concrete
2 NY3_PA4 68.10 Mew York Park Avenue 4 é 5 concrete
AMH 3 NY9 PAS 40.00 New York Park Avenue 5 = 6 concrete
4 NYI1_BW1 120.00 New York Broadway 10 = 1 concrete
— 5 NY2_BW2 130.22 New York Broadway n > 12 concrete
ol TEA 6  NY3 BW3 250.00 : New York : Broadway 12 = 12 concrete Circular 24in
| ~_psz NY10_ST17_1 “New York “17th Strest i [ :
7
g NY11_ST17_2 65.00 MNew York 17th Street 2_8T17 = 3.8T17 concrete
g  Ny4_BW20-21 270.00 New York Eroadway 20 = _ Concrete Pipe (non-reinforc...
10 NYS_BW21-22 285.00 New York Broadway BN > Concrete Pipe (non-reinforc...
| 22 = 23 Concrete Pipe (non-reinforc...
| | Move the red slider to navigate through the
| | observation table and the video clip simultaneously.
. TBA 4820 JIE== T
Observations
— 1 0.00 120.00 lanhole, Survey Begins @ 3 @ @
2 11.40 108.60 TBA ive. at 12 o'clock. 5". within 8 inches of joint: YES B 0(]:00:00 @ @
H K 12.00 108.00 DSZ ther, 5 %of cross sectional area, from 05 to 07 o'clock. . within 8 inches of @ ] 00:01:26 @ @
E | 4 led Other, 5 %of cross sectional area, from 05 to 07 o'clock, . within 8 inches of @ @ @ @ @
5 ¥ . A .
& X . ctive, at 11 o'clock. 5", within 8 inches of joint: YES @ @ :07: @ @
€ | B 7 111.90 8.10 DsC led Compacted, 5 %of cross sectional area, from 03 to 06 o'clock, | within & inc.. @ @ @ @ 00:10:20 @ @
3 120.00 0.00 AMH le. Survey Ends @ @ @ 00:10:30 @ @
l |
w || 0SD Functions
Wl nsc |m Project bar ‘ % Main distance Mg Lateral distance [ Inclination (L, %) |E Inclination forward | @S“e" On/Cff
F | |m Observation ‘ 0.00f | 0.00f ‘ 0.00% |E Inclination backward |
g AMH |m Section data ‘ l:l A Main dist <-> Lat. dist |Pj$et distance | |E 05D objects |
w 2.8T17 050 state: @
Check meta database for update... NASSCO_PACP-6_ENG_USA_SEC/IPACP-6 2264 GB localWCSYS.sdf #DEMO-943326514/L
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10 Deleting Objects and Media Data

Right click on any record inside the overview panels, hit the command Delete or select the corresponding icon in the symbol bar. To delete only photos or video clips,
right click on the corresponding icon in the observation panel and hit the command Delete photo 1/2 or Delete Clip:

Sections F
|m\m\m—\m|m|—!\m\m—\m\m\
| NY7_PA3 51.60 Mew York Park Avenue concrete
2 NYZ_PA4 63.10 Mew Yark Park Avenue 4 % 5 concrete
3 NYS_PAS 40.00 Mew Yark Park Avenue 5 = 6 concrete
4 NY1_BW1 120.00 Mew York Broadway 10 =2 N concrete
5 NYZ2_BW2 13022 Mew York Broadway n = 12 concrete
g NY3_BW3 250.00 Mew Yark Eroadway 12 = 13 concrete Circular 24in
S NY10_ST17_1 ; @ New | 2! - concrete f
8 NY11_8T17_2 65.00 B Wizard 2_ST17 = 3 8Ti7 concrete
g NY4_BW20-21 270.00 7 Edit 20 = B Concrete Pipe (non-reinforc...
10 MNYS5_BW21-22 285.00 ¥ cu CrleX _ = 22 Concrete Pipe {non-reinforc.._
11 NY6_BW22-23 268.00 @ oy CtrlaC 22 = 23 Concrete Pipe (non-reinforc...
g Paste Ctrl+V
@ Delete |
X J R Mt e _ < (1] >] b ][] @] & @ 7] @ &l (%] [
tg Create new inspection from other side
Observations
v COT ¥ "Pholo = Photo %
1 120.00 Upstream Manhole, Survey Begins @
2 ‘I‘|.4{l 108.60 TBA Tap Break-In Active, at 12 o'clock. 5". within & inches of joint: YES
) 12.00 108.00 DsZ Deposits Settled Other, 5 %of cross sectional area, from 05 to 07 o'clock, . within & inches of .- @ @ New
4 DepDSItS Settled Other, 5 %of cross sectional area, from 05 to 07 o'clock. . within 8 inches of . @ &  Wizard
5 > : : . e _within & inches of joint: YES # Edit
5 85.50 34.50 TBA | @ New within & inches of joint: YES & New [ Delete
7 111.50 8.10 DSC | & Wizard ross sectional area, from 03 ‘E‘ Wizard @ @ 8 Multiple Action
2 120.00 0.00 AMH|# Hdit -f_ it P i@ Copyfile name
@ Delete b Delete IE Copy file path
gﬂ' Multiple Action L,,'i_’ Multiple Action [ih Open containing folder
!E Copyffle name |@ Delete ‘Clip
IE Copy file path L
|.-,H Qpen containing folder
IMPORTANT: (8 _ooete Photo v |

WinCanVX NEVER deletes your data: deleted sections, inspections, laterals or manholes can always be restored via the project manager (Projects > Manage Projects).
Deleted photos and video clips are moved directly into the project sub-folder TRASH and can be restored from there.
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11 Recording and Playing Back Video Clips:

Always check the LiveVideo settings prior to start recording video clips with your camera equipment:
WinCan VX officially supports two MPEG-encoding devices. After the installation of the software
package WinCanVXDriverSetup.exe the corresponding entries appear in the dialogue box as shown

below:

-
m Projects

Printing

Data Exchange Tools

WinCan VX (-PROD-) v1.1.12.2 [Admin] - [DEMO_U5_PACP]

Views WinCan Analyst Extended Modules Work Order Management

Macros

[ Legin

ﬁ Settings

‘5 User Management

[i% Template Editor

[i% Catalogue Editor

[i% Rehab Catalogue Editor
% Miraculix Editor

g Service Host

Program Information

o About
Eq it

WinCan VX (-PROD-) Seftings

=,

Topic Live Video - Device
Presets Use device — ~
General MobileCap
3 Dazzle Video Caj ISB Video Device
Speech Configure Device Logtech HD Webcam C525
e_Logitech HD Webcam C525
Keyboard Entry e_Dazzle Video Capture USB Video Device
Reset Settings MobileCap+e_Logitech HD Webcam C525 ¥
Live Yideo
[] Autostart live videa
0sD Select Default Video Player
3D Mezsurement Configure OCR [ Activate OCR
WinCan Web
Thematic Maps Pause video recording when entering observation
Plugins [ Before saving a new observation. impose text on 0SD
Citi
Video Setu
e = -]
File
File Ig
Common
Device =
Vitec VM4 ° <
Inputline =
P Composite3 @
Audio Device -
Videonorm PAL -
Videoformat .
Framerate -
Adjust Color and
Codec
MPEGH1 Q ¥ Sound
Quality hi gh "
- Codec
0SD Settings Settings

Select the entry Vitec VM4 or Sensoray 2253 depending upon which one of these MPEG encoding
devices you have currently installed:
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Switch on the camera and hit the camera icon to show the LiveVideo signal in the video panel.
Pushing the recording button then starts recording a video clip:

Switch off
LiveVideo

. m Start, pause and stop recording

Take picture
= from LiveVideo

Adjust image quality
during recording
|

Video recording is paused automatically as soon as the damage catalogue is open.

Double click on the clip icon L@ in the field Clip to play back the video clip or double click on the
photo icon in the field Photo1/Photo2 to show the picture:

Photo/Video

Close |
video clip

Slide to play back video
clip at a specific location

Adjust panel
= to full screen size

Play back video clip,
pause and stop play back

" Set play back speed
(far left ="normal")
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12 Importing existing Photos and Video Clips

Hit the button B¢ in the video panel to switch off the LiveVideo signal and double-click on the grey

bullet in the field Clip. Use the windows dialogue to browse for the video clips located on your local
hard drive, select a video file and click on the Open button:

o X [|Photo/Video T ox
concrete
concrete
concrete
L
concrete - e
concrete Select video file X
concrete
« v 4 <« DEMO_Videos » CDLab v O Search CDLab 2
concrete
Concrete Pipe (non-.. Organize v New folder
Concrete Pipe (non-.. Administration A
Concrete Pipe (non-.. CLIENTS
DEMO_Pictures_MH
v L} DEMO Videos 1_1.1_15062009_1 2.1.1_19062009_0 3.1_1_22062009._1
CDLab 33436.mpg 94339.mpg 04120.mpg
WinCan_Europe : -
; » B
(E % 6 .’? Ii | |l® Documentation : .
= i
FAQ_Problems_Soluti : "
4

o0
a |
WinCan_VX 1.1.22062009_1 SAT Videol.mpg
[ NERe SUPPORT_DVD v 05613.mpg §0727.mpg
2 ] @ File name: [1.1_1 15062000 133456.mpg | | Allvideo files ("mpg:".mpeg:”. v

The video clip is copied automatically into the sub-folder Video\Sec or Video\Nod within the
current project.

Hit the button ¢ in the video panel to switch off the LiveVideo signal and double-click on the grey
bullet in the fields Photo1 or Photo2. Use the windows dialogue to browse for the pictures located
on your local hard drive, select a picture file and click on the Open button:

. X ||Photo/Video nox

Mm.

concrete

concrete

concrete

L4

concrete

concrete Select photo file

concrete
- v <« SUP.. » DEMO_Pictures._... v D Search DEMO_Pictures_MH r

concrete

X

Concrete Pipe (non-..
Concrete Pipe (non-..
Concrete Pipe (non- ..

Organize v New folder
Administration
CLIENTS

v DEMO_Pictures MH
Series1
Series2
Series3

g @ & 72 @l h = . || DEMO_Videos

= > Documentation

FAQ_Problems_Solutions ‘ |

? 2 |
— T W v - |
File name: |MH4.jp9 \/| All photo files (*.bmp;*.gif;*.jpc

RL %
SUPPORT_DVD
]

v MH7.jpg MH8.jpg v
The picture is copied automatically into the sub-folder Picture\Sec or Picture\Nod within the
current project.
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13 Connection to OSD device:

Check the OSD-settings in order to be able to control the display of various text parts as project bar,
section data (object data) and values directly provided by OSD-objects (date, time, inclination,
distance...) directly from the WinCan software:

h |= WinCan VX (-PROD-) v1.1.12.2 [Admin] - [DEMO_U5_PACP]
Projects Printing Data Exchange Tools Views WinCan Analyst Extended Modules Work Order Management Macros
[ Login WinCan VX (-DEV-) Settings
d
ﬁ Seﬂings Topic 05D - Settings
Presets | P ‘ - |
evice ngs
‘5 User Management Genersl
0SD - Overlay Settings
B Speech
Configurations | Project Bar  Object Data
[i# Template Editor .
’l_ﬁ‘ Catalogue Editor . Cument active configuration Standard_ENGLISH ~ ‘ I
[iE Rehab Catalogue Editor 0sD 1 B ew
30 Measurement
i Miraculix Editor \finCan Web Select Devices a
Naming Convention T

H‘? Service Host

, 1= WinCan - Software OSD vb 7]
X Plugins
Pregram Infermation

3 o

0 About i I ] L
File lock
E et Click here to check the communication between the
selected OSD-device and the computer -> GREEN = OK
— _

® B =

g B8

Once the communication between OSD-device and computer is established, project bar, section
data and observation text are displayed as soon as the user hits the corresponding buttons.

s WinCan VX (-DEV-) v1.0.2017.6 [Admin] - [DEMO_US_PACP] - o X
Projects Printing Data Exchange Tools Views WinCan Analyst Extended Modules Work Order Management Macros bt
» DEMO_USPACP | Sections | Laterals Nodes
o Sections 2 x
s 1 NY7_PA3 51.60 New York Park Avenue 3 D 4 concrete
= New York Park Avenue
3 NY9PAS 40.00 New York Park Avenue 5 ni -
4 NY1_BW1 120.00 New York Broadway 10 - 7 pr——— AL ~
5 NY2.BW2 13022 New York Broadway 1 e
7 NY10_ST17_1 120.00 New York 17th Street 1.8T17 s
5 NY3BW3 250.00 New York Broadway 12 P r'OJ ect ba r
8 NY11.8T172 65.00 New York 17th Street 2.8T17
9  NY4_BW20-21 270.00 New York Broadway 20 / g
10 NYs_BW21-22 285.00 New York Broadway B
11 NY6 BW2223 268.00 New York Broadway 2 Section data
& |
T ‘ Observation
Btanc v Distanc v PACP G0 ' Gbsevation T —"
0.00 6810  AMH Upstream Manhole. Survey Begins
0.00 6310 MWL Water Level. 0% of cross sectional area
10.00 58.10 DsC Deposits Settled Compacted. 5 %of cross sectional area. from 06 to 08 o'clock. . within 8 inche..
1200 5610  DSC Deposits Settled Compacted. 5 %of cross sectional ares. from 07 to 10 o'clock. . within 8 inche..
24.00 4410 DSC Deposits Settled Compacted. 5 %of cross sectional area. from 07 to 10 o'clock. . within 8 inche..
4700 2110 RBJ Roots Ball Joint from 9 o'clock to 2 oclock. 55% lost. within 8 inch
Fracture Circumferential from 6 o'clock 108 o'clock
68.10 0.00 AMH Downstream Manhole. Survey Ends
[ (<] @] @] & &
=l 0SD Functions = =
¢ Iz
. 2 x
W |IT1 Project bar | ey il (=
w L | womore |
V) m Observation [ Main dist <> Lat dit 95 Set istance [ 0SD obiects
3D

W |m Section data |
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14 Assigning Project Participants

Select the command Projects > Project Participants to open the address panel: the left part is
subdivided into three address categories: right click into each category or hit the button @ to create
a new address and enable the check box to assign a specific address to the current project:

‘ =

Projects Printing Data Exchange Tools Views WinCan Analyst Extended Modules

SwQOo SO

New Open  Close Refresh Manage Refresh Project
Project Project Project Project Projects List Participants

Manage Meta Data

»  DEMO_US_PACP | Sections | Laterals

Edit Global Participants — O x
Clients 2 x ||Operators %
Type ¥ Company | Responsible pers © v Ph ¥ Fa w|Mobi v E-Ma v Divisio ¥| Street ¥|City ¥ Logo ¥ Assigned ¥||Operator ¥ | Certificate Nu v Str v Civ|E-M v
i i Michigan Avenue | Chicago Operator
AN ———
Tristan - -
Russ 6
Edan O'C..
Dupont
J. Kirby 6
5% é& 7 @ awWsE
Site/Manager 3 x
Type v Company v Responsible pers v Pho ¥ Fax v Mobi v E-M + Di ¥ Street v City v|Logo v Assigned

Site Office for Environmental .

Marc Rutherford Lake Boulevard Chicago

a8 & 7

Equipment 7 x
Type ¥ Model/lName ¥ Bra w|Descripti v
Camera Supervision crawler
4% & 7 @ & W 8| camera Seasnake
Contractors 2 x (| Camera L100
Type v Company v Resp v|Pho w|Fa v Mobil v| E-Mail | Divisi v | Street v | City v Logo v Assigned w||Camera ibak i
support@winca... :Soft...  Irisweg 12 . Camera TINYJUBILE
Contractor ~ DEMO-Coniractor info@demo com DEMO-Street 3280 DE Camera Rovion crawler
‘ VehicleTruck  CabStar Niss... NE-8297..

— il &ﬂlﬁﬁfﬁdwg WE a7 B

Equipment | Werk Order Groups | Work Order Proce

The right part of the panel allows the user to manage a list of operators, cameras and trucks, which
can then be selected directly from the corresponding fields within the inspection panel (page 9).

Client, manager and contractor addresses that have got a check mark will be printed on the project
information page. So always make sure you properly assigned the addresses to the current project
before you print the whole report.

The contractor panel provides an additional command button to set the currently selected address
as the default contractor (1).

This address is going to be assigned automatically to future projects.
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To change the contractor's logo simply double-click on the address line, go to the logo field in the
address input mask and click on the grey square button. This is going to open a Windows dialogue
where you can browse for the corresponding logo file:

Contractors o x
Type ‘Contractor
Company CDLAB LTD
Responsible person :
Phone
Fax
Maobile
E-Mail support@wincan.com
Division . Software
Street risweg 12
City - Murten/Morat
Logo i cdlab_logo_shadow.pg
Select a file X =l ]
1 « CDLAB » Common » Logo v O Search Logo »
Organize « Mew folder = ~ [N 0
= This PC "
"} 3D Objects
I Desktop Q WinCan m WinCan
|z Documents cdlab_logo_shad WinCan_Logo_R wincanloego.jpg WinCanVX.png
‘ Downloads ow.jpg GB_PNG.png
J& Music
| Pictures
B videos
. Local Disk (C:)
- Volume (D2)
- Volume (F:) o
File name: | cdlab_logo_shadow.jpg v| | Anfites ¢ v
Cancel

Finally hit the button I to save your changes.

Each address you create is saved to the file WCMETA.sdf, which is located in the installation folder
C:\Users\Public Documents\CDLab\Common\Ressources\sqICE\.

The addresses you have just assigned to the current project are saved to the file [project
name]_Meta.sdf which you can find in the project folder DB.
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15 Printing Inspection Reports

Select the command Printing > Printing Panel to open the printing dialogue. Enable the kind of
reports you want to printin the left part (1). Select any report type to show a group of specific options

you may enable or disable for that report (2).
The third part (3) of the printing dialogue provides options to control the data output.

=

Projects
P A

A B

Report Report
Designer Generator

Printing

Printing
Panel

Reports

0_US_PACP | Sections

Data Exchange

Tools

Laterals

Views WinCan Analyst

Nodes

Extended Modules

‘WinCan VX - Printing panel

WinCan Reports

Table of Contents
Project Information
[ Project Pictures
= [JSection
[ Defect Grade Description (Section)
[ section Profile
[ section Summary
Section Inspection
Section Pictures
[ Section Inclination o
[ Temperature
[ ScanExplorer Oveniew
[ Sonar Pictures
= [INode
[ Defect Grade Description (Node)
[ Node Profile
MNode Inspection
] Node 2D Sketch
Node Pictures
[ Mode Drawings
[ Unfolded View
= [Lateral
[] Defect Grade Description (Lateral)

[ Lateral Profile
[ Lateral Summary

[ Cover Page =

Lateral Inspection e

‘WinCan Reports

WinCan Analyst Reports

Report file

Pipe start:

Layout:

Details:

Specials:

Output

Selection
® A
() All fitered sections

(") Range

() Cument section

Printing: Section 6 - Section Pictures - 21/01/2010 - NY3_BW3...

SEC-Inspection
Scale of pipe graphics
(®) Optimum
() Customised

@ Pipe start
() Node center

(®) Graphical
() List

Grade
Observation code
Chbservation remarks

Show on graph
-lob 1-, Variart 1

[] Work Orders
[] Planned methods

[] Small pictures beside pipe araph
[ Include WinCan Draw section drawing

Manhole Symbols

Qutput

Create preview

[] Create PDF document
Document per project
Document per section

Document per inspection

-

Show:
Abandoned inspections
Combined observations

Observation colours

(O No colour

() Graded colours

(® Category colours

Timecode

@ MPEG (O VCR

Picture label

Ficture number | Full number

Section Type Colour

[ Date fiter

[

oo

Finally click on the printer icon to get either a print preview or a PDF file of the inspection report. The

progress of this procedure is shown in the status bar below.

Especially mind that large projects with several hundred sections, laterals and manholes may take

more than 45 minutes to be printed.
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Example of an inspection report:

CDLAB LTD
bisweg 12, Murtenorat
o Suppori@wincan com
Section Pictures - 19/01/2010 - NY10_ST17_1
Ciy | Strest | Date | Fipe Segment Refarence N
New York 17th Street 19012010 NY10_ST17. 1 8

WinCan

CDLAB LTD
Iisweg 12, MurtenMorat
° suppori@wincan com
Inspection report
Date : Work Osder : Weather : Surveyed By: Certificate Number : | Pipe Segment Ref. :
1901/2010 1 6 NY10_ST17 1
Yearlad : Pre-geaning Direction © t z o 5
Heavy Cleaning Downstream 1200 1200
City: New York Drainage Area : Upstream MH : 1_5117
Stest: 17th Street Media Label : Up Rimb Inwert: 0.0
Locaton Code: Main highway — urban Fow Control : DownstreamMH:  2_ST17
Locaton Details : Shest Number : Down Rim o Invert: 0.0
Pipe shape: Circular Sewer Use: Combined
Pipe sze 18 Sewer Category: SEC
Pipe matedal:  concrete Purpose:
Lining Method : Owner :
Additiond Info :
1:906 Di Observation Grade
g VX SAMPLE

Upstream Manhole, Surwey Begins

TBA L%%Breaklnm\e. at 12 o'dock, &, within 8 inches of joint
DSz Deposits Settied Other, 5 %of cross sectional ama, from 05 © M2
07 o'dock, , within 8 inches of joint NO
33.00 DSz Deposits Setted Other, 5 Yof cross sectional ama, from 05 © Mz
= 07 o'dock, , within 8 inches of joint NO / deposits SOFT
4 48.00 TBA TYéapsteak-lnAci\e, at 12 0'dock, 5", within 8 inches of joint:
g 86.50 TBA Tv?s&eak—lnMi\e, at 11 o'dock, 5", within 8 inches of joint
11.90 DsC Deposits Setted , 5 %of cross sectional area, from M2
M 03 to 08 o'dock, , within 8 inches of joint NO
120.00 AMH Downstream Manhole, Survey Ends

I QMR I SPR I MPR I OFR | SPRI | MPRI I OFRI

81-1A, 00:00:02, 0.0
Upstream Manhole, Surwey Begins

8-1-2A,00:01:26, 1200
i Other, 5 %of cross sectonal area, fom 05 to
07 o'dock, , within 8 inches of joint NO

8-1-28, 00:00:00, 11.40
LaEpsteak-ln Active, at 12 o'dock, 57, within 8 inches of joint

8-1-5B,00:04:20, 48.00

8-1-5A, 00:0420, 48.00 3
Tap Bresk-In Active, at 12 o'clock, §', within 8 inches of joint:

TYE”SMI“ Active, 3t 12 o'dock, 57, within 8 inches of joint.

3

DEMO_US_PACP I/ Page: 1

Pxge 2
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16 Copying/Burning Projects to External Drives

Select the command Data Exchange > Media Distribution and follow the steps given by the wizard to
have your project copied on a removable disk together with WinCanVX - running in the Viewer mode
- or with a LightViewer software.

End customers thus are able to view all project data on their workstations without any licence.

.

Projects Printing Data Exchange Tools Views WinCan Analyst Extended Modules

= = r [ 3 - -

E E S8 a2 @ C

Lt b - [ o= =

Import Import from Export Copy WV8toVX Project Media Transfer Download
Shape Converter Merger | Distribution = toHost Manager

Data Exchange

»  DEMO_US_PACP | Sections @ Laterals

Al

~,
L

WinCan Media Distribution, Version 1.0.2017.6 X
File
+é WinCan VX Media Distribution Wizard
+
/+ This wizard guides you through the media distribution process.
1.Ch the desired distributi g
Media Type
|E [0:0:0] PLEXTOR DVDR  PX-810SA 1.00 v|
Source Projects
O DVD B v
Summa
N O Blueray disk |ZBGE v|

Other media (e.g. disk storage)

O Fixed size 2 GB v

@® Unlimited size

TargetFolder:
|D:AEXPORT \ B
Distribution type
® Normal

O Light

< > (v | (% |

It is recommended to select the distribution type Normal for projects that contain inclination, scan
or map data as the Light Viewer only shows basic data (inspection report, video clips, photos).

When selecting the option Normal the project data should be distributed to a USB-stick or USB-disk
instead of burning them on a DVD as data are going to be launched much more quickly from USB-
drives.
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Project distributed with WinCanVX software (option Normal):

s WinCan VX (-STAGE-) v1.1.2016.0038 [Admin] - [Test_US_PACP] — u] X
- Projects Printing Tools Views Extended Modules @
& ‘Quick Filter ~| UserFilter
Available criteria -
Manage Web | Project
Projects ~ Documents | ¥ Apply Filter Y Apply User Filter
Tools | Reporis | Filter |
»  Test US_PACP ‘ Sections Llaterals Nodes
Pipe graph 7 % |[Sections 7 X [[Photo/Video (3
FipeSeg 7 TollL 7 Ciy 7 'Stest ¥ 'Upstiea ¥ =~ ¥ 'Downs! ¥ Waleral ¥ Shaps ¥ | @& ¥
e 1 DRI 5000  Phiadelphis  Faifield R 65 534 Concrete  Egg shap
2 DFB8 4810  Phisdelphia  Earhem S. 538 537 Concrete  Round 90
3 DFB12 3050 Phisdelphia  Esrdley K. 3847 3046 Polyvinyls| Round 30 @
o 4 HCAB 3750 Philadelphia  Fairlie Gar.. 1744 1743 Concrete  Egg shap. w' C Vx
5 CDC2 33.10 Philadelphia Fairlie Gar.. 526 527 Concrete Egg shap. I n a n
PN 64,3 Philadelphia | Fairholt Cl. : [Concrete | Round 12 |
7 H20 5880  Phiadelphia  Fainvay A. 1834 1833 Concrele  Round 90.. ®
. s 2016041 000 Philadelphia  Faiholt CI 3 ewer
- &d
Dsc
DNGV & 4]
| ] TF | Sections | Documents | Ratings
Observations wx
L 55 a0 [P [Gisenaton T 0 e~ [Pho Y e v ey oy Sy ey Remere s Gmag s
, 000 6430 A. Manhole ° ° ° a N A aTamT
€L 2 000 6430 M. WaterLevel. 5% of cross sectional area ° ° °
3 1200 5230 TF TapFactory Made ot 2 c'clock, 12inch dim e o o :
v 4 2000 4430 D. Deposits Attached Encrustation, 10% of cross section.. ° ° . Pro_| ects
[ T 5 2300 4130 D. Deposits Setled Compacted, 15% of cross sectional & B B B
J 6 2500 3930 D. Deposits Ingress Gravel, 10% of cross sectional area f.. ° @ ° Sy'stem
7 L. * 5 - I
w 5 CL Greck Longunel ot 10 55l in 8 inch. Starl, 2. 501 | @ . . 201712051 .Index.bet
9 CL  Crack Longitudinal at 10 o'clock, within & inch, Finish.. FO1 ° ° °
W 10 4700 1730 TF TapFactory Made at 10 o'clock, 12inch dim s s s
W " P 6430 000 A. Manhole B s s :-E" AUTORUM.INE
3D
[ DIsk1
w 1735 B4 Validation: Fassed
List of available projects has been updated NASSCO_PACP-6_ENG_USA,_SECIPA D|gtr|but|on Llst.t:d:
Favicon.ico
WinCanV¥.exe
Project distributed with the LightViewer software (option Light):
W VX.LightViewer - DEMO_UK_WRC3_3D =g 5%

ORIy | ~ >79fac-c566-4df1-b841-668d8daec26d_201701311134

WinCan

Section Inspection

Secion [ Own | Tw | Gt e FraCiare PR .
o T | wame | oo v Showsrs weex ?
e e Camars Pl | RO |

ot Damo_Cam. A
Tomnorviage  London oot Wes > 4 T wer .
oo S
Lecaton o Lonit

Pos Langn

4501450 men

|romconwa

observation

) ST swtotwney

o M el wCE

0o RO p—1

10m W Lnoofsewer dosistes

o LS ——
S
# Total LenTown or (Road UpstreiDownsMateri:Dia/He|
1 X 20.00 London  Piccadilly Street 2 3 o 350.00¢
00 TP o
2 WCIX 2650  London Piccadilly Street8 WC1 2 PVC 250001 App_DEtE
3 [1X 6000 London PiccadilyStreet 1 2 co  |45000 .
44X 4500 Llondon Piccadilly Street 4 5 o 350001 PrD_]ECtS
w0 Ir— o
5 |WC6X (4200 |London |Pi Street8 (WC6 (4  [PVC 45000
B o System

20171205.2.Index.bet
5] AUTORUNLINF
[ pisk1

Favicon.ico

LightViewer.exe
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17 Upload projects via WinCan-WEB

WinCan-WEB is a cloud-based service provided by the company WinCan, Switzerland in collaboration
with the regional web hosting subsidiary of AMAZON.

This new service allows the CCTV-companies to upload their survey data to a host server, where it
can be downloaded from at any time and on any spot on the world by an end customer. So this
procedure is able to fully replace the sending of survey data as paper reports or as a batch of DVDs.

However WinCan-WEB is NOT thought to be used as a long term storage medium. Project data thus
should only be available for a limited time span.

17.1 Create an account

In order to be able to upload and download projects you must create your own account launching
your web browser and typing the address http://web.wincan.com. The main screen of WinCan-Web
then tells you to either sign in with an existing user account or to register as a new user:

Sl W WinCan Web X o = m]

&« C @ © @& nhttps;//webwincan.com/#Login e & | | Q Suchen [} MO e | =

W WinCan (CD Lab) Service &

M Switch background photo

Signin

upport@wincan.col

Remember me

Launch demo project

Registration (1) as a new user requires the following information:

¢ Name of the company (case sensitive)
e Personal e-mail address (case sensitive)
e Personal password (case sensitive)

Your registration will then be confirmed automatically via e-mail. Registration will give you the right
for 45 days to use 25 GByte of server disk space for free.
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17.2 Upload and view projects with the WEB viewer

At the beginning your personal account is showing an empty list in WinCan-Web. In order to upload
a project, open it in WinCanVX and hit the command Tools > Manage Web Projects > Upload Current

project (1):

v WinCan VX (-PROD-) v1.2020.10.0 [Admin] - [DECMIL GROUP, PLENTY ROAD UPGRADE - STAGE 2]
Projects  Printing Data Exchange Tools Views WinCan Analyst Extended Modules Work Order Management Macros OEMTools  Admin
= 0 - r—a N N
A % B M 3l B W v' = R
AutoCreate  AutoCreate  Combine Abandoned  InsertNew  Calculate Move  WinCan | ManageWeb | Pro Project Show Search and
Laterals Connections ~ Inspections Manhole Invert Levels Inspection Validator Projects~ | Touch | Documents  Inspected Only ¥ APPly Filter Y ApplyUserFilter  Replace
Tools Manage Web Projects Quick Filter User Filter
2 DECMIL GROUP, PLENTY ROAD UPGRADE - STAGE 2 Sections | Laterals Upload Current Project n
Pipe Graph 1 x ||Sections
© Bssetib % Lengt ¥ Tow ¥ Sub ¥ USNode v DSNode ~ Materal  + Profle v
Jo2-4 A 1 J ZONE 7, PLENTY RD, STH MO... .Concrete reinforced
2 JO2-3-102-2 27.82 ZONE 7, PLENTY RD, STH MO...  J02-3 J02-2 Concrete reinforced 375mm
srep 001 3 J02-2-J02-1 19.50 ZONE 7, PLENTY RD, STH MO__. J02-2 J02-1 Concrete reinforced 375mm
WLC 4 J02-1-J05-4 2035 ZONE 7, PLENTY RD, STH MO... J02-1 J05-4 Concrete reinforced 375mm
DEC 5 HOT-2A-HO1-1 1239 ZONE 6A PLENTY RD, STH M. HO1-2A Ho1-2 Concrete reinforced 375mm
DES g H6-2-HO1-2 743 ZONE 6A, PLENTY RD, STH M... Hg-2 HO1-2 Concrete reinforced 375mm
——-—DER 7 HO01-2-HO141 353 ZONE 8A PLENTY RD, STH M. HO01-2 HO1-1 Concrete reinforced 750mm
g EXG22-EXG23 4895 ZONE 5, OPP LAKE BLVD, PLE... EXG2-3 EXG2-2 Concrete reinforced 375mm
g EXG2-2-RAIL.. 17.12 ZONE 5, OPP LAKE BLVD, PLE... GREATE... EXG2-2 Concrete reinforced 375mm

The panel that follows shows the status of the process in the progress bar. Besides that, it provides
you a list of all available projects on the local hard drive (2) and those which have already been
uploaded (3).

You can thus manage your personal web space directly in WinCanVX. Use the button Log in/Log out
(4) to enter the profile data of your personal web space.

— O

| P WinCan Cloud ®

[ e User |D: d.steiner@wincan.com Log out

| Local  Only on'web  On'wieb and VX
|
Mame 4 Create Date Check project size Actions Progress statu  Progres :l
|
Camino Ancho, 2 [Saneamiento 161062020 Check project size Upload |
Commune (Lot 1_Plan 52), Laus AN072019 Check project size Upload |

DECMIL GROUP, PLENTY ROA

10/08/2020

11.45 MB

Cancel

86MB/
11.5MB

DEMO _3DG5-Map_DE 09122020 Check project size Upload |
DEMO_3DGS-Map_EN 04/03/2020 Check project size Upload |
|| Engishofen_Flurhofstrasse_Stras 07042020 Check project size Upload I
Upload All
2%

13.64 GB / 500 GB used

Once finished you are
personal web space.

informed via e-mail the project has been successfully uploaded to your
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17.3 Send project links to end customers

In order to make uploaded projects accessible for end customers, run WinCanVX and hit the
command Tools > Manage Web Projects > Manage Web Projects:

v WinCan VX (-PROD-) ¥1.2020.10.0 [Admin] - [DECMIL GROUP, PLENTY ROAD UPGRADE - STAGE 2]
Projects  Printing Data Exchange Tools Views  WinCan Analyst Extended Modules Work Order Management Macros OEMTools  Admin
_ e - — L=l -
A % ¥ " Tl B oW V' o R
AutoCreate  AutoCreate  CombineAbandoned  InsertNew  Calculate Move  WinCan | ManageWeb | Pro Project Show Search and
Laterals  Connections ~ Inspections Manhole Invert Levels Inspection Validator Projects~ | Touch | Dec Inspected Only ¥ Apply Filter Y Apply User Filter  Replace
Tools Manage Web Projects Quick Filter User Filter
& DECMIL GROUP, PLENTY ROAD UPGRADE - STAGE 2 Sections | Laterals Upload Current Project o
Pipe Graph 7 X ||Sections
(<) mmmmmmmm—m
Jo2-4 A i i . b e i Concrete reinforced
2 J0O2-3-J02-2 27.82 ZONE 7, PLENTY RD, STH MO...  J02-3 Joz2-2 Concrete reinforced 375mm
sTep 001 3 J02-2-J02-1 19.50 ZONE 7, PLENTY RD, STH MO...  J02-2 J02-1 Concrete reinforced 375mm
WL 4 J02-1-J054 20.35 ZONE 7, PLENTY RD, STH MO...  J02-1 J05-4 Concrete reinforced 375mm
DEC 5 HO1-2A-HO1-1 1239 ZONE 6A, PLENTY RD, STH M . HO1-24 HO1-2 Concrete reinforced 375mm
DES § HB-2-HO1-2 743 ZONE 6A, PLENTY RD, STHM... HB-2 HO1-2 Concrete reinforced 375mm
[——DER 7  HO1-2-HO1-1 353 ZONE 8A, PLENTY RD, STHM...  H01-2 HO1-1 Concrete reinforced 750mm
g EXG2-2-EXG23 4895 ZONE 5, OPP LAKE BLVD, PLE... EXG2-3 EXG2-2 Concrete reinforced 375mm
g EXG2-2-RAIL.. 1712 ZONE 5, OPP LAKE BLVD, PLE... GREATE EXG2-2 Concrete reinforced 376mm

Switch to the tab On Web and VX in the dialogue box that follows (2), select the desired project
from the list of recently uploaded projects and hit the paper clip icon (3) in order to create a
corresponding link:

I WinCan Cloud - O *®
e User ID: d.steiner@wincan.com Log out
| Local Only on'wieb On'web and VX
Mame 4 ¢ Create Date  Upload Date Check proje Last modified e Actions

DECMIL GROUP, PLEN  10/08/2020 Upload | Download | History

200172021 11.46ME  18/09/2020 (g

DEMO_CH_VSA_Murte

2000272013 | 1200872020 Upload Download | History

DEMO_DE_ISYBauxML | 11/08/2009 | 06/0472018 722GB Upload || Download (| History

Xy
eJerier
OR[0 0%

Active Till Allow Download = Custom Url Send Link Cpen Copy Delete

r‘ 310172021 | | ‘ < | = ‘ | E‘ ‘

e o

Send link with email *

Please specify receiver.

|5upport@wincan.com e

Send Cancel

D@

The dialogue that follows asks you to create a link (4), set an expiration date (5) and finally send it
to the receiver (i.e. e-mail address of the end customer (6)).

Make sure the option Allow Download is checked so the end customer will be able to download the
project from WinCan-Web.
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17.4 Direct access to projects via guest account

The end customer himself is informed immediately via e-mail that he will be able to access the
project data from now using the Web-Viewer:

Please click the link below to directly access the WinCan WEB project

'DECMIL GROUP, PLENTY ROAD UPGRADE - STAGE 2'

cdlab

WinCan

d_steiner@wincan.com

When clicking on the corresponding link, he is automatically signed in on the WinCan WEB platform
with a GUEST-account, that just allows him to browse through that specific project and to download
it to his local computer:

W DECMIL GROUP, PLENTY RO X [iRd

| | Q suchen In @D e =

<« c @

0 & nips,

web.wincan.com/#Project

B PROKECT -

DECMIL GROUP, PLENTY ROAD UPGRADE - STAGE 2

@ Project

[0 Documents

SECTIONS

Asset ID Length [m] USN  * Download 35 ZIP

G15-4-G15-3 37.86 G15-

G15-2-G15-1 3912 G152 G15-1 o Please try again
13 A28-1- A15-20 123 A28-1 A15-20 H ShOf”y
 15.00m il 14 A15.20-ExA17-1 3630 ExA17-1 A15-20
‘ T € 15 A15-11-ExAIl-1 1024 ExAll-1 Al5-11 j

G15-3-G15-2

11-08-2020 09:28

* Download by Tool

2151 G15-

* Download LightViewer

Data or Video
unavailable

3 039 3873 GC General comment 0002... OPERATOR ASSIST CAl &
- )
e 4 150 3762 SAV  Somecoarse aggregateis visi. SO1 00:0Z... APPEARS TO BE AT LIF
|« 5 288 3624 CMS  Multiplecomplex surface crack.. 0003.... 1 0.10

15.00

19.80

2412

1832

Some coarse aggregate is Visi...

Some coarse aggregate is visi... 0]
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18 Handy Shortcuts supported in WinCan VX

Customizing shortcuts for a given set of commands is a completely new feature in WinCanVX. Click
on Home > Settings > Keyboard Entry and directly hit the corresponding key on your keyboard in order
to define the desired shortcut:

Projects Printing

Data Exchange

Views WinCan Analyst

Extended Modules

Work Order Management

[ Legin

ﬁ Settings

‘5 User Managefnent

% Template Editor

% Catalogue Editor

[§% Rehab Catalogue Editor
i Miraculix Editor

Yy .
i Service Host

Pregram Infermation

o About
B et

WinCan VX (-PROD-) v1.1.12.2 [Admin] - [DEMO_U5_PACP]

Macros

WinCan VX (-DEV-) Settings

Topic

Presets

General

Spesch '
Keyboard Entry
Live Video

QsD

3D Measurement
‘winCan Web
Maming Convention
Thematic Maps
Plugins

Citi

Cityworks

File lock

Keyboard Entry - Mapping

Edit data

Save data

Cancel new/edit

New record

Delete record

Start video recording
Pause video recording
Stop video recording
Photo

Quick-add observation
Quick-edit observation
Play video

Fause video

Create new inspection from other side

Printing Panel

[F4

[Shift=F4

‘Escape

[F5

| Delete

[Control+At+R

|Control+A+P

[Control+A+S

[F3

[Add

| Shift+Add

|Shift+F5

[F6
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