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Introduction

WinCan Web has been developed originally as an interface allowing users to view projects that have been
uploaded via the WinCan VX application and to send project links to end customers (local water authorities,
engineer offices etc.). An end customer thus can download the project data directly to his local hard drive
and view them either in WinCanVX (viewer mode) or in the LightViewer.

As governmental institutions and water authorities more and more ask for cloud-based data management,
WinCan Web was extended to the following license modes:

o Flex mode: this licence is activated per user account. The corresponding user thus can create new projects
or objects (Sections, Laterals or Manholes) and modify them directly on the CLOUD with WinCan Web
instead of entering data with the software WinCan VX on the local hard drive.

o MobileApp mode: this licence implies uploading manhole data entered via the SmartPhone application
WinCanMobile from at least 3 different devices.

o Al credits: this functionality scans the video file attached to the corresponding section using artificial
intelligence. A credit is a unit the customer pays for and allows scanning of at least 500m.

Activation of the Flex mode

Log-in to your personal WinCan Web workspace using your basic account. A basic account always gets the

user role Company Admin and contains 1 Flex seat and 3 MobileApp seats per default.

Also mind that you cannot be logged-in on several machines or devices with the same account at the same
time. Proceed as follows to manage the account settings:

e Open the user settings under Management > Users and hit the pen icon (1) to show the details (2) to your
basic account:

Q
(o)
1}

& C @ O B 52 nttpsyfwebwincan.com/#/app/settings/management/users o

V’ b9 Account settings

L et

Manage user

Projects list support@wincan.com
PROFILE MANAGEMENT ACCOUNT PAYMENT HISTORY USAGE STATISTIC

N Users Groups SMTP server Back Page
Account settings L Company admin

Management  ~ .
g . Auto Unassign after (days):
| Users List

| vsers

Two factor authenticatian is required

Groups Q
SMTP server
Flex mode
Back Page User Company  Flex Email Action
Upload Consulting €D Lab AG consuiting@wincan.com V| Mobile App mode
g admintoos v
Support WinCan CH CD Lab AG Logo
Upload Support CD Lab AG upload@wincan.com V| E Va

{1 of 1 Flexmode seats allocated)

{1 of 3 Mobile App seats allocated) m CANCEL

o Use the button Invite User (3) to add other users (role = VX Operator) inside your company. These users
will get an e-mail and will have to set their personal password, so that they can access the same
workspace and see the same list of projects that have already been uploaded.

o Select those user(s) who should also have the right to edit project data and hit the pen icon (1) to modify
their settings. The corresponding Flex seat per user must not be greyed out for that purpose.

e Check the option Flex mode for each user and confirm with the button Save.
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The graphic below shows the possibilities a customer has, if he wants to create a multiple user environment
which is linked to his basic account (e.g. admin@company.com):

W WinCan

WinCan
Web w

Web

b
admin@company.com (Flex 1)

userl@company.com (MobileApp1)
user2@company.com (MobileApp2)

user3@company.com (MobileApp3)

user4@company.com (MobileApp4)
userS@company.com (MobileApp5)

user6@company.com (MobileApp6)

The first Flex license is always assigned to the basic account and implies 3 MobileApp licenses per default; a
second Flex license for the same basic account automatically activates the usage of another 3 MobileApp
licenses.

The corresponding license package is always valid for one year. Contact the administration of WinCan
(sales@wincan.com), if you need more Flex licenses (Flex seats).
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Creation of Projects

You can create new projects and do a fully cloud-based damage assessment from the uploaded video clips.
WinCan Web supports creation of normal and simple projects.

Normal projects

Normal projects contain a database and ask the user to set the damage standard (e.g. PACP, WRC, WSA,
NZPIM) used in his country (or region).

Proceed as shown below to create a normal project on the cloud. Make sure the option Simple project is
unchecked (1):

@ | W WGS160] ProTouch 64 X | W WinCan Web x|+

€ C a T8 = b wingan.com/ ¥

4

+ Create Project

Project name
DEMO_UK_WRC4_1

Expand project standard details ~

ation progress: 100%

e

Finally click on Open Project: the tabs Sections, Laterals and Nodes are now available. Next hit the button
Project and open the media bucket, that works as a container for non-assigned video clips or photos.

Fle Edt Yiew Higtory Bookmarks Jools Help

= [ g
@ W [WGS-11680] ProTouch on 1840 X WY DEMO_UK WRC4 1 x| 4 .
L C @ O 8 = hitps/jwebmincan.com/projecttwebProjectld=577102e0-5be7-4c0f-2aed-f1 2521 Babefdfiprojectid = 3afd1485-62e4-4/26-3801 -4B4x 5] @ 9 =
HH

w i DEMO_UK_WRC4_1 B PROJECT -+ 4 DOWNLOAD PROJECT
Projects
DEMO_UK_WRC4_1
A No. PIR  Totall. Town_ Road Upstre_ Downs_. Ma
g{ Management
No data svaiable nthe abie @ Cl
@ Admin tools v
Project Documents
Tools Download
1B Media bucket £ Download as ZIP
@ Drawing *  Download by Tool
2% Participants ¥ Download LightViewe!
bl Scoring
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Upload the desired video clips or photos via Drag and Drop from the WINDOWS file explorer.

Wait until the video file previews are shown as depicted below. This may take a while because each video
needs to be transcoded. This process converts the video clips into a format that can be played back with the
video player used in WinCan Web.

You may upload additional videos later on hitting the button Upload Files:

Upload files

Pick the video clips from the media bucket and get the inspections created from the selected videos hitting
the corresponding button.

A section for each video clip is finally created and the clip itself is automatically assigned to the first
observation of the first inspection:

file fdt View Higtory Bookmarks Jools Help = o X
@ VW [WG5-11690] ProTouch on 1841 X W DEMO_UK WRCA_1 x|+ v

“« C ® O B8 & hitpsy/webwincan.com/projectTwebProject 7710220-5be7-4c0f-aaed-T1252 18abefd&iprojectid =3afd 1485-62e4 -4186-8801-484a2373 T¥ ® f =

w DEMO_UK_WRC4_1 B PROJECT - 4 DOWNLOAD PROJECT

Total L. Town. Road  Upstre.. Downs.. Material Diafte
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Simple projects

Simple projects just contain the media files (video clips and pictures) which are assigned to the project. This
kind of project is created automatically on the cloud after you have uploaded project media files via software
tools installed on mobile inspection systems (e.g. QuickView, SewerLink).

Proceed as shown below to create and open a simple project on the cloud. Make sure the option Simple
project is checked (1):

Fle Edt View Higtory Bookmarks Took Help - o X

@ | W WO PrTouch on B4 X | W Wincan Web x | + v

< c @ O 8 = hups/webwinancom/s, &

Next the media bucket opens automatically. Upload the desired video clips and photos via Drag and Drop
from the WINDOWS file explorer and hit the button Add to Project:

Upload files

The result is a kind of container without any database that just shows the uploaded media files:

Ble Edt View Hitory Bootmeds Took Help - B X
@ W [WGS-11680] ProTouch on B4 X | W DEMO_UK

« C @ O B #= hiupsy/web winan.com/project webF 4 £0-45/ a ediprojectid=6087e442-912¢-4 " & ®@ A =

w B DEMO_UK B PROCT & DOWNLOAD PROECT

Sections/Nodes are not available in Simple project

it /|
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Hit the button Project to upload either more video clips or to convert it to a normal project.

Ble Edit View Hutory Bookmerks Toos Help
@ | W [WGs-1168) ProTouch on[BA X W DEMO_UK

« cC @ O B = hupsyjwebwincan.com

DEMO_UK

Download

:

£ 3

s

Make sure you have selected the correct damage assessment standard before you hit the button Convert.
This is going to create a project database that will allow data entry for sections, laterals and nodes.

Ble Edt View Higory Hockmerks Took Help
@ W WGS-116M]ProTouch an B X | W DEMO_UK ) t‘r Convert Simple Project
« cC @ O 8 &= 1 wincan.com . 4 A edi 6 1 & @ A = |

Project name:

13 Convert Simple Project DEMO_UK

Country.

Language:
ng

Standard
oy Expand project standard details

Project creation progress: 100%
Expand projoct standard details.

CONVERT RELOAD PROJECT

Finally click on Reload Project: the tabs Sections, Laterals and Nodes are now available. Next hit the button
Project and open the media bucket:

File fdt Yiew Higtery Bookmerks Jools Help

- o x
@ VW [WGS-11680] ProTouch on 1BA % W DEMO_UK x | + v
= C @ QO B & nttps;/fweb.wincan.com/projectiwebProjectid=7a54bd6a-83e0-4558-911 ed442-9 & @ f§ =
m

w i DEMO_UK B PROJKECT -+ 4 DOWNLOAD PROJECT

DEMO_UK

{é} Account settings TiIONS
A Mo PLR  TotalL. Town. Road Upstre. Downs_. Ma
SO vonsgement
No data avalbie inthe taie @ D
‘éf Admin tools v
Project Documents
Tools Download
I8 Media bucket % Download as ZIP
& Drawing ¥ Download by Tool
2 Participants % Download LightViewer
lils Scoring
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Pick the video clips from the media bucket and get the inspections created from the videos hitting the
corresponding button.

You may upload additional videos at any time hitting the button Upload Files:

Upload files

A section for each video clip is created and the clip is automatically assigned to the first observation of the
first inspection.

file Edt View Higtory Bookmarks Jools Help - (u] x
@ V7 [WGS-13668] FW: License 1130° X W DEMO_UK 1 x|+ -
« C @ O 8 # hitpsy/webwincan.com/project?webProjectici=5367c08b-920a-4464-9886-docdT2efe2 1 2&projectid= 197228 43-49b4-9805-5526e5 T3 ® 8 =

DEMO_UK_1 B PROJECT -+ $ DOWNLOAD PROJECT
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Data Entry

Now you can either start damage assessment based on the uploaded video clips or modify and complete
existing projects that you previously uploaded via WinCan VX.

Mind the following definitions before you start any damage assessment:

e SECTION: pipeline between an upstream and a downstream node (manhole, connection point)

e NODE: manhole or connection point where the pipelines join.

o INSPECTION: group of observations. An INSPECTION is directly linked to a specific SECTION or NODE

e OBSERVATION: description of what the TV operator detects at a given spot inside the pipe. An
OBSERVATION is directly linked to a specific INSPECTION.

The corresponding buttons to add new objects (i.e. sections and nodes) and to create new inspections and
observations become automatically visible once you are logged in as a user with activated Flex mode:

#  Edit section

Total L. Town .. Road

Upstre.. Downs... Material DiafHe__

Delete section

2 10/2/2.. 0.00

+ Addinspection

3 10/2/2.. 0.00

02-10-2023 09:26 E + Add observation
Time

No. m+ m- Code Observation Remark Contin.. Structu.. Service Photo1 Photo2 Clip Lateral
Counter

|:\ 1 0.00 0.00 MH Start node, manhole 00:00:00 °

NODES + Add node

Node ID Lowest Point [m] Town or Village

1 3.500 °

The menu buttons to the right of each line provide the commands for editing or deleting the corresponding
record (section, node, inspection, observation).
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Data Entry for Sections

Pick an existing section from the list, click on the menu button (1) to the right of the section line and select
the command Edit section:

& C @ O B & https//webmwincan.com/project?webProjectid=303b4d2e-210b-41b9-87ef-7e31f35a7 1 &projectld=7d2d 1 bfe-733f-4345-8fee-c18e6e27¢ 1 N =
.
-
w DEMO_UK_WRC3_3D B PROJKECT -+ # DOWNLOAD PROJECT
DEMO_L 3

Projects st

QY

SECTIONS + Add section

Al No. Total L. Town . Road Upstre. Down.. Material Dia/He...

Section details

3 4x 45.00 4 5 #  Editsection
4 WC1X 2650 wer o 2 @ Delete section
+  Add inspection
5 WC6X  42.00 wee 4
< @® Drawing
WL Scoring
‘ SEEEEISUEVE SR + Add observation <> Move Inspection
1My
= & Show pipe preview Time
No. m+ m- Code  Observation n. Struct.. Service Photol Photo2 Clip Sat
Counter
1 000 6000 ST Start of survey [c] ® -

Water level, 5% of sewer height

MH

FH
f 2 000 6000 MH Manhole 1 [c) ®
- 3 000 6000 WL ® ®

Edit section (2) and inspection data (3) as shown below. You can also hide NON mandatory fields (4) to get
data entry done a bit faster (yellow = mandatory; white = non mandatory):

<« C @ O B =2 httpsy//webwincan.com/project?webProject dii(BkﬂdlE'ET5‘0”231“353’1&prms(:d:7d2d’xt‘er753‘7434578‘e w

. . Show only o i Show only
Edit section: 1X ey Edit inspection g\igdaw'v
elds elds

Upstream Node Inspected Length [m]
1 60
Inspection Direction

Upstream Pipe Depth [m]

1(DfS)2

Operator
Upstream Cover Level [m] Bt v
Date
Upstream Pipe Invert Level [m] 11-11-2010 o}
Downstream Node Time =
2 17:01 a
Downstream Pipe Depth [m] Pre Cleaned v
Inspection Purpose
Downstream Cover Level [m] ASoctGd Wth Tt Gl scheni Hickding Dvat..
Downstream Pipe Invert Level [m] Weather ¥
(7 Tape Number
Combined mn
Fipe Shepe Present
Circular
DiafHeight (mm) Vehicle o
Width (mm] 5 Camnaa o
iy e Preset Length [m]
Concrete

ADD SECTION L T ADD INSPECTION

Mind that you push the SAVE button (5) before you close the input mask.
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In order to complete the observation list, hit the button Add observation, browse to the spot where an
observation needs to be added and describe the defect (local defect) with the catalogue:

1.) Navigate through the catalogue chapters step by step

2.) Complete the defect description, if necessary. Clock positions can easily be changed via Drag & Drop.
Enter the distance value

Hit the button Capture Photo 1 and click on Create Observation

Hit the button Go Back if you want to quit the defect catalogue without saving the current observation:

)
3)
4)
5)

w © f =

d2e-210b-41b9-87ef-7e311f35,

<« G @ O B = hitpsy/webwincan.com/project?webProjectid=303

a71&projectld=7d2d1bfe-733f-4345-8

DEMO_UK_WRC3_3D B PROJKECT - * DOWNLOAD PROJECT

DEMO_UK_WRC3_3D

Encrustation, light at joint from 3 o'clock to 9 Continuous Observation

o'clock

it i i 5 P
Light encrsutation at joint ..l-g“

Point problem area on clock or select it

manually from dropdown

1 —FFa

4 o

= wL

4 —rm
15%

1 M3

1M

Type some valid text (OP-Code or a part of the observation text) into the search field (6) in case you are not
yet familiar with the catalogue structure. The matching entries are then filtered directly and shown below (7):
<« CcC @ 08 = g g =

web.wincan.com/project?webProjectld=303

w DEMO_UK_WRC3_3D B PROJKECT > 3 DOWNLOAD PROJECT

DEMO_UK_WRC3_3D

Projects list

Qa9

© Reset

encrustation|

Q

Encrustation, Light
encrsutation

EL

Encrustation,
EM Medium

encrsutation

Encrustation, Heavy
EH
encrsutation
Encrustation at
EU joint, Light
encrsutation at joint

CAPTURE CAPTURE
PHOTO 1 PHOTO 2

CREATE OBSERVATION
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Continuous defects must always have a START and an END point. Use the catalogue field Continuous
Observation, pick the list item Start for the current observation (1) to mark the start point of the continuous
defect and confirm the observation entry:

w DEMO_UK_WRC3_3D | B PROECT » | % DOWNLOAD PROIECT

DEMO_UK_WRC3_3|

Projects list Infiltration, dripping at 12 o'clock, start Continuous Observation

A —sws

B,

Clock 1

Clock 2

Remarks

When you enter a new observation afterwards, all open continuous defects will be listed inside a separate
field below the observation catalogue (3):

DEMO_UK_WRC3_3D B PROJECT - 3 DOWNLOAD PROJECT

DEMO_UK_WRC3_3D

Infiltration, dripping at 12 o'clock, finish Continuous Observation
finish

Dripping infiltration

Clock 1
12 o'clock

Clock 2

10% Remarks

Continuous Observation

Simply highlight the desired continuous defect and confirm the observation entry (4). The list item Finish is
written automatically into the field Continuous Observation and marks the end point of the continuous
defect.
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Data Entry for Manholes
Select the tab Nodes and proceed in a similar way to enter data for the manholes you need to inspect. Use
the button Add node to create new manholes.

Pick an existing manhole from the list, click on the menu button (1) to the right of the manhole record and
select the command Edit node:

File Edit View History Bookmarks Iools Help -~ o x
@ |V DEMO_UK1 X |+ v
&« C @ QO 8 & httpsy/webwincan.com/project?webProject|d=5367c08b-920a-4464-9886-dbcd72efe2 1 2Beprojectld=1972280a-384d-49bd-98d5-552fe0  ¢¥ 8 =

w DEMO_UK_1 B PROJECT > # DOWNLOAD PROJECT

DEMO_UK_1

procs it

%= : Node Type Lowest Point [m] Town or Village
O MH 3500

+ Add node

® Node details

/ Editnode

@ Deletenode

+  Add inspection

@ Drawing
<«
‘ U Scoring
[ERTURISEVEPANIERN + Add cbservation < Move Inspection
) Node )  Photo Photo __ Ta 4 Show pipepreview
No. m+ Code Observation Remark Clock  DiaH_. Width clip
Part 1 2
© Configure default node
1 000 GP  Genera photograph taken at this point at 12 a o 00 .
2 0.00 SXZ Defective ladder, other no faulty steps CHA 10 [o] [©] 00:00:..

Use the left part (2) of the entry panel to show the input mask on the right for each item (3) you want to edit:

File Edit View History Bookmarks Tools Help

- o x
@ |V oemouk X |+ B
< C @ 2280a-3840-49bd-98d5-552feS T¥ =

Show only Nede No.
Edit node: 1 mandatory |
fields
Asset Type
Modeliing Node
Node IS g
Node ID
1
Node Type
Inspections + ~ Manhole
Node Depth [m]
M [ 35
Parts + - Node Invert [m)
v/ Cover [ Town or Village
 Taper or Cone i Rosd
+ Chamber [
Division or District
Entries + -
Drainage Area
v 1 Clock: 6 [
Location v
+ 2 Clock: 12 i
Cover Shape v
v 3Clock: 8 [
Cover Duty “
Cover Hinge v
Cover Lock v
Side Entry ~
USE DEFAULT
Regular Courses ~
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You can also hide NON mandatory fields (3) to get data entry done a bit faster (yellow = mandatory; white =
non mandatory). Mind that you push the SAVE button (5) before you close the input mask.
Next push the button Add observation (6) to create a new observation. Browse through the manhole

catalogue, look for a suitable description and click on Create observation (7) to show the new observation
line:

Fle Edit View History Bookmarks Tools Help

@ |V DEMOUK

o x

X + Y
&« C @ QO B8 & httpsy/fwebwincan.com/project?webProjectld=5367c08b-920 fe212&projectld=1972280a-35 w 5 =
-
HH

w DEMO_UK_1 5 PROECT » % DOWNLOAD PROJECT

L, DEMO_UK_L

Projects list > Miscellaneous > General remark

< Miscellaneous

5K Remarks

Node Part

GO BACK

Hit the PLUS button (8) in the columns Photo1/Photo2, select a photo from the project media bucket (9) and
attach it to the selected observation (10):

Fle Edit View History Bookmarks Tools Help -~ o x
@ | 'V WinCan AG Service & Support X W/ DEMO_UK_1 X |+

G C @

O B & hitpsy/webwincan.com/project?webProject|d=5367c08b-920a-4464-9886-dbcd72efe2 1 2&projectld= 1972280a-384d-49bd-98d5-552fe

\VY

DEMO_UK_1

B PROJECT »

# DOWNLOAD PROJECT

Y.

DEMO_UK_1

NoDES

Node ID Node Type

Pick media file to attach

PHOTOS

i |
A 58

Files in project: 12

Lowest Point [m] Town or Village

ia/H.. Width|

Photo | Photo
Clip
1 2
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Hover with the mouse over the photo icon to get a picture preview:
File Edit View History Bookmarks Tools Help

@ | V! WinCan AG Service & Support X W/ DEMO_UK_1 X 4 ~
« > C @ O B 5 hepsyjwebwincan.com/projectwebProjectld=5367c08b-920a-1464-9586-dbcST2efe? 1 2projectid=19722803-384d-43bd-98d5-552fe% 7 8 =

w DEMO_UK_1 B PROJECT + % DOWNLOAD PROJECT

DEMO_UK_1

Proct it

+ Add node

& . Node Type Lowest Point [m] Town or Village
O MH 3,500 o

03-10-2023 12:17 [l + Add observation

Code  Observation

Node Pho

GP  General photograph taken at this point at 1...

2 0.00 SXZ Defective ladder, other no faulty steps CHA 10 o] @ 00:00:...

Clicking on the photo icon is going to open a full-size view of the picture in a separate panel. Use the trash
bin icon (1) on the header of this panel to remove the photo from the current observation. Hitting the pen
icon (1) opens the media bucket and allows you to replace the current picture directly with another one.

GP:/00:00:00 (picturel)
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Damage Assessment via Artificial Intelligence (Al)

Artificial intelligence for damage assessment in sewer pipes works with complex algorithms that are able to
detect noticeable structures inside a pipeline and to find the best description for them in the damage
catalogue.

Contact your local reseller or the WinCan administration in Switzerland to get an Al credit which will be
activated for your existing Web account and allows you to scan at least 500m. Al credits can be extended up
to app. 3000 m and are displayed in the header of the Web interface:

60 m used

Projects list + NEW PROJECT + Upgrade

ﬁ N ) Storage Al Credits
—*  Projects list

Make sure the technical requirements below are fulfilled so the Al functionality will be able to properly scan a
pipe video clip:

e The data field Diameter (OBJ_Size1) must contain a value.

o The video clip must be linked to an observation record (Beginning of the inspection)

e The display time of the video clip must be longer than 30 sec.

e The distance must either be displayed directly on the video clip (OSD) or be read from the corresponding
time distance file (TXT format). The import of video clips recorded via drone-based pipe inspections using
the software Flyability also creates a time distance file and thus may allow an Al scan too. However further
tests are needed to finally obtain good scan results from this specific kind of video source.

e Pipe scans that have been created by the camera systems Ibak Panoramo, DigiSewer or Rico RPP can
currently not yet been used for running an Al scan.

Next load the project and make sure each section has got a video clip attached. Activate the check box left to
the section line (1), push the green button Al Full Scan (2) and confirm the dialogue that pops up (3):

<« c 0 O B &2 https://web.wincan.com/project?webProjectld=5367c08b-920a-4464-9886-dbcd7 2efe2 1 2&iprojectid=1972280a-384d-49bd-98d5-552fe" 13 & =
w DEMO_UK_1 | B Prokcr > | | s pownioa prosct
DEMO_UK_1
Projects list
Q a o

Confirm

Please select desired observation classes and confirm Al scan for
selected sections.

Observation Classes
= Structural
Service
02-10-2023 09:26 H + Add observation
Construction

Time
er| Miscellaneous Photo1 Photo2 Clip Codits ateral

. o. + - St
2 - - - -
CANCEL

A full scan may take up to 10 min.
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The Al functionality detects structures inside the pipe that deviate from the normal state (i.e. smooth pipe
wall) and automatically assigns the catalog entry that describes best the corresponding observation at a
given location. Once the scan has finished, a check mark in the Al column is set for the corresponding section
(1) and inspection (2).

If the section is going to be scanned more than once, a new inspection will be created and attached:

%= C @ O B =2 httpsy//webwincan.com/project?webProjectld=5367c08b-920a-4464-9886-dbc972efe2 1 2&projectld=1972280a-384d-49bd-

w ® fH =

w DEMO_UK_1 | B proer 5 | | = powntoan prorecr

DEMO_UK_1

Projects st

Qa9

SECTIONS + Add section

PLR Total L. Town . Road Upstre_. Down.. Material Dia/He...

@ . -

Inspection automatically generated by Al

‘ SUETEIVEEELY MOV RN + Add observation

441“ 9 1 2 po WL Water level, 15% of the vertical dimension o] [C] 00:02:08

CN
- DESJ (FO O . Wiater level, 5% of the vertical dimension

1 —DpEs
T

| _—DES(s0: 1 15.90 20.30 CN Connection other than junction, at 12 o'clo... o] @ 00:04:30 @
DES (FO:

DEG (FO

B&GF (s0: 12 27.95 825 N Junction, at 11 o'clock, diameter: 132.9250. o] @ 00:07:48 @

13 2799 821 N Junction, at 11 o'clock, diameter: 240.4674. o] @ 00:07:47 @

Al-based detection and correct description of observations inside pipeline networks is a new technology
which will be developed continuously.
Therefore always get checked an Al-Scan manually by an experienced professional person (e.g. tv operator)

as the artificial intelligence may interpret wrongly some kinds of damages (e.g. cracks instead of scratches on
the pipe wall surface).
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Add Project Participants

Before printing the inspection report you usually have to assign client, project manager (site) and contractor
to the current project. Proceed as follows to do so:

Hit the command button Project > Participants:

@
]
n

web.wincan.com/project?webProjectld=303bdd2e-210b-41b39-87ef-f7e31ff35a7 1 &projectld =7d2d 1bfe-733f-4345-8fee-c1 8ebe?2 g

DEMO_UK_WRC3_3D

®

Project

Tools

B Media bucket

@ Drawing

Iy Scoring

Next select the Client, Site (Manager) and Contractor (1) you want to assign to the current project and hit the

corresponding menu command (2)

< C @

o a Y

DEMO_UK_WRC3_3D

DEMO_UK_WRC3_3D

B PROJECT -

Job fiter:
UK

TownorCity  Assi.

Service In... Mme Ducastel

Gemeinde... Frau Barbara M.. 3280 Murten

8890 Urnasch

Gemeinde...

City of Mu... 3280 Murten

2

O B & hitpsy//webmwincan.com/project?webProjectld=303bdd2e-210b-41b9-87ef-Te31f35a7 1 &projectld=7d2d 1 bfe-733f-4345 -8fee-c1 8e6e27c Ty
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Use the button Add participant to create new addresses or select the command Delete contact to delete a

selected participant.
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You may modify the selected address right to the list of participants (3) and even assign a logo (4) to the
corresponding address. This is usually done for contractors only (5):
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Assigned participants are marked accordingly in the column Assigned. Hitting the button Go Back (6) brings
you back to the section list.
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Add Project Drawing

Itis always helpful for the end customer to get some information about the location of the inspected objects.
Therefore you can launch the Drawing tool and load existing maps or plots which are often provided directly
by the end customers as PDF JPEG or PNG files:
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Run the command Background > Choose background to open the file explorer. Next browse for the file you
want to import:
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Background maps allow you to draw the exact location of the upstream and downstream node (manhole or
connection point) based on the right scale so that the orientation of the section is set correctly.
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In case such background plots are missing you may use the service BING maps from Microsoft that is
integrated in the Drawing application.
Hitting the command Background > Map loads the service BING maps. Next enter street name, ZIP code and

town to zoom exactly to that specific area where the inspected pipelines are located. Finally confirm the map
settings with the button Set Background:
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The section line and the manholes can be drawn using the tools Shapes > Lines > Arrow and Shapes >
Geometry > Ellipse respectively.
The command Shapes > Symbols even provides predefined symbols for any type of connection point

(manhole, inspection chamber, gully etc.). Complete your drawing with customized text fields you may set
via the command Text:
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Printing report

You may even create a PDF report directly on the CLOUD using the command Project > Reporting. Next select
the desired report pages on the left screen part (1) and finally hit the button Generate Report (2):
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Be patient and wait a few seconds (or a few minutes for large reports) until the print preview has been
loaded on the right screen part:
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Please note that you will not have as many printing options for inspection reporting via WebFlex as if you
created the same PDF-report in WinCanVX.
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Direct access to PDF report

If you want to forward just the PDF report to your end customer, you can download it to your local hard drive
and send it as an attachment via e-mail. The command Project > Documents opens a folder with all the
documents referring to the current project (e.g. inspection reports, maps, project pictures etc.):

38-bag5-a7645b11 10498 projectid=18939145-053e-4a20-acc ¥¥ A

« C o O B8 =W hupsiyw

eb.wincan.com/project?webProjectld=167a7efe-6972

DEMO_UK_WRC4_3D

® |

Project Documents

Tools Download

1B Media bucket Download as ZIP

@ Drawing Download by Tool

2% Participants Download LightViewer

bk scoring

Hit the arrow icon as highlighted below to download the desired PDF report to the local hard drive:

Project DEMO_UK_WRC4_3D documents

B SELECT FILES SELECTED FILES
+ UPLOAD
Search... Q Search files in all folders
Filename Type Modification date Size
R*/ /0 cdlab_logo_shadow.jpg IPG 15-11-2023 1:10 PM 600.82 KB
1] # W DEMO_UK_WRC4_3D.pdf PDF 15-11-2023 1:42 PM 84B.2 KB
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Data import

If you get projects that have been created on different mobile equipments using specific pre-installed
software (WinCanVX, WinCan ProTouch, VisionReport ProTouch, MiniCam ProTouch etc.) you are also able to
easily upload them to your workspace on the CLOUD via Drag and Drop.

Go to the project list hit the button New Project. Next click on the command Import project within the
dialogue that follows:

File Edit View Higtory Bookmarks Tools Help - o x

& W WinCan WEB x o+

& C @ O B &= hips/fwebwincan.com/#/app/home xd @ & ® 8 =

New Project

Create Project

Tools

+  Import project

X Merge projects

49 Restore projects

Open the Windows Explorer and drag the desired project main folder in to the project bucket:

File Edit View History Bookmarks Tools Help - o x
B | W WinCan WEB X |+

« C @ Q B @ hiips/fwebwincan.com/#/app/home b 2 & @ 8 =

Impeort project

Project name:

Test WRCA ¥ \lidate imported project
DB
Misc
Module i Drop here or browse
Picture
Trash
Video

IMPORT PROJECT

The name of the project main folder is automatically copied into the field Project name
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Click on the button Import Project to start the project upload and wait until the whole process has finished:
€

Import project

Project name:
Test_WRC4

Validate imported project

Current status: Uploading (51%)

1081/1084 (694.9 MB/1.3 GB)
Total progress: 26%

IMPORT PROJECT

Uncheck the import validation to avoid error messages before or after upload.
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Data export

If your end customer asks for project data in a specific file format (XTF, XML, TXT), just hit the command
Project > Export, and run a data export of the currently loaded project:

File Edit View History Bookmarks Tools Help - o x
B | W Testwrca x | + 7
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Test_WRC4
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Download as ZIP
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B cport Download by Tool

Download LightViewer

A, validation

& Search and replace

Select the export standard used in your country (WRC (UK), PACP (US), MOATA (NZ), EN13508 Standard (FR,
IT)) and especially mind about selecting the export of the media files under Advanced Settings:

L

Export project

Standard
WRc 4

Advanced Settings @

Export media files

Export all Y
Walidate data before export
Use filter during export
HON

Do not use filter

Download after finished
(¥ Export combined inspections

Split combined inspections

Activate or deactivate other export options if ever needed and click on the button Export to run the data
export.
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The data export may take some minutes depending on the project size, so be patient and wait until the
whole process has completely finished.

Check the result of the data export hitting the command Project > Documents:

File Edit View History Bookmarks Tools Help = o x
B | W Testwrca X+ v
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® |
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@ Drawing ¥ Download by Tool
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Data export files are always copied to the subfolder Exchange that you can open with one click.

Next select the export folder (1) to view the structure of the data export package (2) in detail:

Project Test_WRC4 documents
Upload files
Filename
m Docu
m Exchange
Filename
m .
|| 0 Test_WRC4_20240710_045308
Filename
m
[ ] Picture
m Video
B * /7 W TestWRC4 WRc_dxml
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